
Global Brand Owner:
SCL System Enterprise Pte Ltd
41 Jalan Pemimpin #02-01
Singapore 577186
+65 6259 9968

P V C  M A R K I N G  T U B E S

Available Colours

   Temperature

  Material

  Thickness

  Hardness

  Tensile Strength

  Elongation

  Flammability

  Voltage

  Standard

White, Yellow, Green, Red, Blue, Light Green, Black
(Customisations Available)
90~105°C

PVC (Polyvinyl Chloride)

0.45±0.1 mm

81 ± 5°A

> 15.9MPa (ASTM D 638)

> 350% (ASTM D 638)

Comply to UL 94 V-1

5000V
ROHS2 & ROHS3 Compliant.
Manufactured by ISO 9001 Certified Factory

MOT-2.0 MOTP-2.0 2.0mm 200 meters 0.24 - 0.5

MOT-2.5 MOTP-2.5 2.5mm 200 meters 0.5 - 0.27

MOT-3.0 MOTP-3.0 3.0mm 200 meters 1 or 23/0076

MOT-3.2 MOTP-3.2 3.2mm 200 meters 1.5 or 40/0076

MOT-3.5 MOTP-3.5 3.5mm 200 meters 1.5 or 70/0076

MOT-3.6 MOTP-3.6 3.6mm 200 meters 1.5

MOT-4.0 MOTP-4.0 4.0mm 200 meters 2.5

MOT-4.2 MOTP-4.2 4.2mm 200 meters 2.5

MOT-4.5 MOTP-4.5 4.5mm 200 meters 4

MOT-5.0 MOTP-5.0 5.0mm 200 meters 6

MOT-5.2 MOTP-5.2 5.2mm 200 meters 6

MOT-5.5 MOTP-5.5 5.5mm 200 meters 6

MOT-6.0 MOTP-6.0 6.0mm 200 meters 10

MOT-6.5 MOTP-6.5 6.5mm 100 meters 10

MOT-7.0 MOTP-7.0 7.0mm 100 meters 16

MOT-8.0 MOTP-8.0 8.0mm 100 meters 16

MOT-10.0 MOTP-10.0 10.0mm 100 meters 25

MOT (PLASTIC WRAP)
STOCK CODE

MOTP (PAPER ROLL)
STOCK CODE

TUBING INTERNAL 
CIRCUMFERENCE

LENGTH 
PER ROLL

SUITABLE FOR 
CABLE SIZE IN MM²


